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GENERAL NOTES:
(FIRE PROTECTION ONLY)
1. MANUFACTURER’'S RECOMMENDATION AND/OR REQUIREMENTS, IF
MORE STRINGENT THAN THE SPECIFICATIONS AND DRAWINGS,
NEW_PIPING/EQUIPMENT SHALL BE FOLLOWED AT NO ADDITIONAL COST TO THE OWNER.
UPRIGHT TYPE FIRE SPRINKLER HEAD THE MOST STRINGENT BETWEEN SPECIFICATIONS AND DRAWINGS
DRY PENDENT TYPE FIRE SPRINKLER HEAD SHALL BE FOLLOWED.
mﬁg TYPE FIRE SPRINKLER HEAD 2. THE CONTRACTOR SHALL UNDER NO CIRCUMSTANCES INSTALL
ANY WORK ON PREMISES THAT CONTAINS LEAD.
CAPPED PIPE
CHECK VALVE 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL APPLICABLE
UNION PERMITS AND PERMIT FEES.
gﬁcvﬁgucm 4, ALL PENDENT SPRINKLER HEADS SHALL BE INSTALLED WITH A
RETURN BEND CONFIGURATION AND IN ACCORDANCE WITH NFPA
PIPING RISER 13. HEADS SHALL BE VISUALLY ALIGNED IN GYPSUM BOARD
VALVE IN PIPING RISER CEILINGS AND IN CENTER OF TILE IN ROOMS WITH GRID WITH
PIPING DROP ACOUSTICAL TILES. DEFLECTORS ON SPRINKLER HEADS SHALL BE
VALVE IN PIPING DROP INSTALLED AT SAME ELEVATION WITHIN SAME ROOM.
PIPING TEE FROM TOP OF MAIN 5. ALL UPRIGHT SPRINKLER HEADS SHALL BE INSTALLED IN
PIPING TEE FROM BOTTOM OF MAIN ACCORDANCE WITH NFPA 13.
BACK FLOW PREVENTER IN EXTERIOR BOX OR PIT (BFP)
GAGE 6. ALL SPRINKLER HEADS INSTALLED 7 FEET OR LESS FROM
POINT OF CONNECTION FINISHED FLOOR LEVEL SHALL BE PROTECTED BY HARD WIRE
FIRE_ DEPARTMENT CONNECTION CAGE STYLE GUARD.
POST INDICATOR VALVE 7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING A
CURRENT HYDRANT FLOW TEST AND PROVIDING HYDRAULIC
CALCULATIONS.
8. CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING WORK
WITH ALL OTHER TRADES.
9. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL
DIMENSIONS, AND LOCATION OF ANY OBSTRUCTIONS THAT MAY
ALTER THE LAYOUT OF SYSTEM.
10. CONTRACTOR SHALL COORDINATE WITH GENERAL CONTRACTOR FOR
LOCATION OF ANY JOB TRAILERS OR MATERIAL STORAGE.
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NOTES:
(THIS SHEET ONLY)

® INSTALL FIRE PROTECTION ENTRANCE RISER AT THIS LOCATION IN
ACCORDANCE WITH NFPA 13. REFER TO DETAILS ON SHEET F501.

ALL SPRINKLER PIPING SHALL BE SUPPORTED FROM BUILDING
A B @ tE F H | J K L M N P R STRUCTURE. REFER TO DETAILS ON SHEET F501.

INSTALL PENDENT SPRINKLER HEADS IN FINISHED CEILINGS. HEADS
SHALL BE IN CENTER OF TILE IN CEILINGS WITH ACOUSTICAL TILES,
HEADS IN GYPSUM BOARD CEILINGS SHALL BE UNIFORMLY SPACED IN
ACCORDANCE WITH NFPA 13. REFER TO DETAILS ON SHEET F501.

INSTALL DRY PENDENT SPRINKLER HEADS IN ALL AREAS THAT ARE
EXPOSED TO UNCONDITIONED SPACE. REFER TO DETAILS ON SHEET
F301.

INSTALL UPRIGHT SPRINKLER HEADS IN ALL AREAS WITH NO CEILING
OR OPEN TO DECK ABOVE. REFER TO DETAILS ON SHEET F501.

ROUTE SUPPLY PIPING UP TO MEZZANINE AT THIS APPROXIMATE
LOCATION. FOR PIPING CONTINUATION REFER TO DRAWING FX102.
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10 BED HOME
FLOOR PLAN — FIRE PROTECTION

SCALE: 3/16" = 1'-0"

Monday, February 02, 2015 - 4

PLAN ORIENTATION TO BE CONSTRUCTED IN THIS PROJECT

NOTE : ARCHITECTURAL, STRUCTURAL, MECHANICAL, ELECTRICAL,
PLUMBING AND FIRE PROTECTION FLOOR PLAN DRAWINGS OF THE
BUILDING ENVELOPE AND INTERIOR FOR THE 10 BEDROOM HOUSES
ARE DRAWN OPPOSITE HAND (MIRROR IMAGE) OF THE REQUIRED

ORIENTATION. REFERENCE THIS KEY PLAN AND/OR CIVIL AND

LANDSCAPE DRAWINGS FOR THE PROPER BUILDING ORIENTATION

AND ASSOCIATED WALKS, DRIVES, PARKING AND SITE UTILITIES.

10Bed  PLOTTED

BUILDING ORIENTATION KEY PLAN

VA FORM 08-6231
CN 5119
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NOTES:
(THIS SHEET ONLY)
ROUTE SUPPLY FROM LOWER LEVEL AT THIS APPROXIMATE LOCATION.
N S SN S S N T E TN S W S S S S S N FOR PIPING CONTINUATION REFER TO DRAWING FX101.
ROUTE SPRINKLER PIPING AS INDICATED. ALL PIPING SHALL BE
SUPPORTED FROM BUILDING STRUCTURE IN ACCORDANCE WITH
NFPA 13. REFER TO DETAILS ON SHEET F501.
@ INSTALL UPRIGHT SPRINKLER HEADS THROUGHOUT THE MEZZANINE IN
ACCORDANCE WITH NFPA 13. THE DEFLECTOR OF ALL UPRIGHT HEADS
SHALL BE SET AT THE SAME ANGLE AS ROOF. REFER TO DETAILS ON
SHEET F501.
c—CO O O
(TYP|CAL)@-\(IYP|CAL)@\
O O O
MECHANICAL
@\* PLATFORM
—O O O
®N~v DN
NN N NNNNINNNL————DNNNNNNNNDN N
10 BED HOME
ATTIC FLOOR PLAN - FIRE PROTECTION
SCALE: 3/16" = 1'-0” 0 ¥ 8 12
e —
v
C_)\/Q?% ” ”
AW UPRIGHT HEAD 6~ TO 12" FROM RIDGE
» QQ ‘l‘
q BN ¥
UPRIGHT HEAD WITH DEFLECTOR AT
1 N SAME ANGLE AS SLOPE OF ROOF
6'-3 1/8" HORIZONTAL| FEPERATION
SUPPLY PIPE FROM —1”
LOWER LEVEL
PLAN ORIENTATION TO BE CONSTRUCTED IN THIS PROJECT
NOTE : ARCHITECTURAL, STRUCTURAL, MECHANICAL, ELECTRICAL,
PLUMBING AND FIRE PROTECTION FLOOR PLAN DRAWINGS OF THE
BUILDING ENVELOPE AND INTERIOR FOR THE 10 BEDROOM HOUSES
ARE DRAWN OPPOSITE HAND (MIRROR IMAGE) OF THE REQUIRED
10 BED HOME ORIENTATION. REFERENCE TH(IS KEY PLAN 2ND/0R CIVIL AND
ATTIC ELEVATION — FIRE PROTECTION 'AND ASSOCIATED WALKS, DRVES, PARKING AND STE UTILITIES.
SCALE: NTS
BUILDING ORIENTATION KEY PLAN
Drawing Title: Project Title: Project Number:
CONSULTANTS: ARCHITECT/ENGINEERS: 10 BED HOME 565.131 OFFICE OF
ATTIC FLOOR PLAN FAYETTEVILLE CLC CONSTRUCTION
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al EerEX NUT AND WASHER
T | ALL THREAD ROD
KEEP TO- T BLOCK PARTITION
MINIMUM i FINISHED FLOOR SLAB _CATY IN BLOCK
| | r/ EXPOSED SECTION OF WALL N PoSED SECTION OF WALL
% S T % FIRE STOP MATERIAL PIPE SLEEVE
s PR R FIRE STOP MATERIAL _—ESCUTCHEON WITH SET SCREW
A ALaa
RN \ PIPE
s S DUCTILE PIPING
K 7 ! '
R FIRE, STOP MATERIAL FRE, STOP MATERIAL
A EXPOSED SECTION OF WALL
A EXPOSED SECTION OF WALL
LK
Y DRYWALL PARTITION CAVITY BETWEEN STUDS
GENERAL NOTES:
&CONCRETE THRUST BLOCK
(PIPE_ANCHORING DETAIL ONLY) (A) APPLICABLE TO PENETRATIONS OF ALL WALLS AND FIRE RATED
MEMBRANES, IN ACCORDANCE WITH IBC 2003.
APPLY WATERPROOFING MASTIC TO ALL HARDWARE EXPOSED TO EARTH
AND OUTSIDE CONDITIONS. FIRE STOP MATERIAL ON EXPOSED SECTION OF WALLS SHALL BE
FINISHED UNIFORMED, SMOOTH AND PAINTED TO MATCH
INSTALL PIPING RESTRAINTS IN ACCORDANCE WITH NFPA 24. SURROUNDING AREA.
PIPE THRU FLOOR ANCHORING DETAIL WALL PENETRATION AND SLEEVE DETAIL
SCALE: NONE SCALE: NONE
caum;\.*Z
4"16" CE'UNG MMD
UPRIGHT SPRINKLER HEAD — 3% —
WITH DEFLECTOR SAME — h " PIPE —
ANGLE AS CEILING ;\6 SPRINKLER MAIN
REDUCER COUPLING SUPPLY PIPING
%)
i ESCUTCHEON RETAINER REDUCER COUPLIN
AT GELNG ™ EDUCER COUPLING
= - 74 T = 4
SPRINKLER MAN | | OFFSET UPRIGHT SPRINKLER ESCUTCHEON PLATE
TO SPRINKLER SYSTEM /’Z\ SUPPLY PIPING — HEAD AS REQUIRED FOR PENDENT SPRINKLER
OPTIMUM PLACEMENT
WATER MOTOR GONG DROP TO
STRAINER —7 | | PRESSURE SWITCH UPRIGHT SPRINKLER HEAD DETAIL PENDENT SPRINKLER HEAD DETAIL
RETARD CHAMBER\\ A SCALE:  NONE SCALE: - NONE
CHECK VALVE WITH N WET PIPE ALARM VALVE
AUTOMATIC DRAIN VALVE——_| WITH TRIM
BACK FLOW MAIN DRAIN
PREVENTER TEST LINE 0S8Y GATE VALVE
EXTERIOR WALL (WITH SUPERVISORY SWITCH)
FOC—— X S BACK FLOW PREVENTER gg&wRE A C-TYPE BEAM CLAMP
WALL HYDRANT—<" 0S&Y GATE VALVE
(WITH SUPERVISORY SWITCH) HANGER ROD
EXTERIOR WALL: FLOOR SLAB 1" PLUG
MAIN DRAIN (PROVIDE SPLASH —~{ | HANGER ROD HANGER ROD
BLOCK FOR DISCHARGE POINT) DUCTILE. IRON 1” TEE-a \\\ g§ \\\ HEX NUT ~
THRUST BLOCK GRADE ! :
— STRAP HANGER  Chivis TYPE
POST INDICATOR VALVE gg‘é»f&%m ~ RIKLER AN - HANGER
(WITH SUPERVISORY SWITCH) 2UPPLY PIPING oPE
FROM SUPPLY MAIN
GENERAL NOTES:
(WET SYSTEM RISER DETAIL ONLY)
CEILING~, SCUTCHEON RETAINER GENERAL NOTES:
(A) INSTALL PIPING RESTRAINTS IN ACCORDANCE WITH NFPA 24. { et 4 (HANGER DETAIL ONLY)
INSTALL ALL SIGNS IN ACCORDANCE WITH NFPA 13. ESCUTCHEON ALL HANGERS SHALL BE SPACED IN ACCORDANCE WITH PIPE
WET SYSTEM PLATE MANUFACTURERS REQUIREMENTS.
FIRE PROTECTION ENTRANCE RISER DETAIL DRY PENDENT SPRINKLER HEAD DETAIL PIPE HANGER DETAIL
: SCALE: NONE SCALE: NONE
SCALE: NONE
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